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SECTION X=X

1 — 1/8" X 127 ANCHOR BOLTS
STAINLESS STEEL, SERIES

818\

PIPE SIZE| A B
8" 8" 15"
10” 9" 17"
127 10" 19”

NOTE BRIDGE OR OVERPASS
7. MINIMUM 2 SUPPORTS PER JOINT ﬁ\\\
OF PIPE.
5B o
2. ALL NUTS SHALL BE STAINLESS STEEL I éﬁ§$\\3” WASHER
SERIES 818 o I 1= 1/8" BOLTS, STAINLESS
3. ALL BOLTS SHALL HAVE A LOCK — — #— — — SIEFL SERIER 8-18
WASHER UNDER THE NUT
= |.—— FLEX. COUPLING

5”7 X 3" X 12" £« —18" LONG
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\3” WASHER

8” MIN.
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BRIDGE OR

OVERPASS \

SIDE SUSPENSION

MIN. STRAP SIZE 1/8” X 17
STAINLESS STEEL
SERIES 8—18.

STRAP TO BE WELDED TO THREADED

STAINLESS STEEL BOLTS, SERIES 8-18

RN

4”7 W.F. LIGHT COLUMN
3/8" FLANGE — 5/16" WEB

3/8" X 3" X 18" BRACKET

\\\\\kwfw/s” NUT & BOLT

SECTION A—A

PIPE SIZE| M N P
8" 10.25"| 12”7 8"
10" 12.50"| 14”7 8"
12" 15" 16" 8"

BOTTOM SUSPENSION

DETAIL NO.

G-3309

CITY OF GOODYEAR
STANDARD DETAIL
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WATER LINE SUSPENSIONS
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